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EG-Baumusterpriifbescheinigung

Name und Anschrift des
Bescheinigungsinhabers:
(Auftraggeber)

Name und Anschrift des
Herstellers:

Produktbezeichnung:
Typ:

Bestimmungsgemalle
Verwendung:

Prufgrundlage:

Zugehoriger Prifbericht:

Bemerkungen:

Drager Safety AG & Co. KGaA
RevalstraBe 1

23560 Liibeck

Deutschland

Drager Safety AG & Co. KGaA
Revailstralle 1

23560 Lubeck

Deutschland

Drager X-plore Pure P3 R

Partikelfilter (ungekapselt) mit Bajonettanschluss zum paarweisen Einsatz
vorgesehen

Zum Schutz gegen nicht leichtflichtige feste und flussige Partikeln.
Filtertyp und -klasse: P3 R

Geeignet fur die Wiederverwendung nach Partikelexposition.

Als Partikelfilter zum paarweisen Einsatz in den nicht geblaseunterstitzten Halb-
und Vollmasken Drager X-plore 3300, 3500 und 5500 vorgesehen.

Erweiterte Verwendung: siehe Rickseite

DIN EN 143:2007 und DIN EN 14387:2004

200721970/2120 vom 20.08.2007 - BGIA, Sankt Augustin
200723400/2120 vom 23.11.2007 - BGIA, Sankt Augustin

Diese Bescheinigung gilt im Zusammenhang mit der technischen Dokumentation
und der deutschsprachigen Gebrauchsanleitung, beides versehen mit BGIA-
Sichtvermerk vom 24.08.2007 und 29.11.2007.

Diese Bescheinigung ersetzt die EG-Baumusterprifbescheinigung 0701038 vom
24.08.2007.

Das geprufte Baumuster entspricht den einschldgigen Bestimmungen der Richtlinie 89/686/EWG (Persdnliche
Schutzausriistungen), geandert durch die Richtlinien 93/68/EWG, 93/95/EWG und 96/58/EG.

Weiteres Uber die Gilltigkeit, eine Gultigkeitsverlangerung und andere Bedingungen regelt die Pruf- und
Zertifizierungsordnung vom April 2004.

Leiter der Zertifizierungsstelle Fachzertifzierer
(Prof. Dr. Dietmar Reinert) (Dipl.-Ing. Hans-Ulrich Tobys)

Postadresse: « 53757 Sankt Augustin * Hausadresse: Alte HeerstralRe 111 » 53757 Sankt Augustin
Telefon 02241 231- 02 » Telefax 02241 231 — 2234 « E-Mail bgia@dguv.de » www .dguv.de/bgia
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09.07.



Rickseite der EG-Baumusterprifbescheinigung

Muster der CE-Kennzeichnung

Bei PSA der Kategorie Il wird die Kennnummer der gemeldeten Stelle, die die Produktionsiiberwachung durchfuhr, der

CE-Kennzeichnung hinzugefigt.

Erweiterte Verwendung:

in Verbindung mit den Drager Pure Adaptern und den Drager Gasfiltern X-plore A1, X-plore A2, X-plore ABE1 und
X-plore ABEK1 bei paarweisem Einsatz in den nicht geblaseunterstutzten Halb- und Voilmasken Drager X-plore 3300,
3500 und 5500 werden die Anforderungen an die nachstehend aufgefuhrten Kombinationsfilterklassen erfullt:

Gasfilter Prufbericht-Nr. Filterklasse J
Drager X-plore A1 200622535/2120 A1-P3

Drager X-plore A2 200523924/2120 A2-P3 _ 7 _i
Drager X-plore ABE1 200720116/2120 A1B1E1-P3 J
Drager X-plore ABEK1 200622534/2120 A1B1E1K1-P3

L

In Verbindung mit den Drager Pure Adaptern und den Drager Gasfiltern X-plore AB2 bei paarweisem Einsatz in den
nicht geblaseunterstitzten Vollmasken Drager X-plore 5500 werden die Anforderungen an die nachstehend aufgefuhr

te Kombinationsfilterklasse erfallt:

L Gasfilter

Prufbericht-Nr.

Filterklasse ‘

L Drager X-plore AB2

200720115/2120

A2B2-P3
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certificate
no. BGIA 0701087
dated 2007-11-29

Translation

Name and address of the
holder of the certificate:
(customer)

Name and address of the
manufacturer

Product designation:
Type:

intended purpose:

Testing based on:

Test report:

Remarks:

'BGIA |&

Institut fiir Arbeitsschutz der
Deutschen Gesetzlichen Unfallversicherung

£l

EC-Type Test Certificate

Drédger Safety AG & Co. KGaA
Revalstrafie 1

23560 Liibeck

Germany

Drager Safety AG & Co. KGaA
Revalstralle 1

23560 Lubeck

Germany

Drdager X-plore Pure P3 R
Particle filter (unencapsulated) with bayonet connector for pairwise use

For protection against non highly volatile solid and liquid particles.
Fitter type and class: P3 R
Reusable after particle exposure.

As particle filter intended for pairwise use with the non power-assisted half- and
full face masks Drager X-plore 3300, 3500 and 5500.

Forextended use:see reverse

DIN EN 143:2007 and DIN EN 14387:2004

200721970/2120 of 2007-08-20 - BGIA, Sankt Augustin
200723400/2120 of 2007-11-23 - BGIA, Sankt Augustin

This document is valid in connection with the technical file and the instructions for
use in German language, both provided with BGIA endorsement of 2007-08-24
and 2007-11-29.

This document replaces the EC-type test certificate No. 0701038 of 2007-08-24.

The type tested complies with the provisions laid down in the directive 89/686/EEC (Personal Protective Equip-
ment), amended by the directives 93/68/EEC, 93/95/EEC and 96/58/EC.

Further provisions concerning the validity, the extension of the validity and other conditions are laid down in the
Rules of Procedure for Testing and Certification of April 2004.

Head of certification body—-
(Prof. Dr. Dietmar Reinert)

Postal address: *

53757 Sankt Augustin « Office: Alte Heerstral3e 111

Certification officer
(Dipl.-Ing. Hans-Ulrich Tobys)

+ 53757 Sankt Augustin

Phone +49 (0) 2241 231- 02 « Fax +49 (0) 2241 231- 2234 + E-Mail bgia@dguv.de * www.dguv.de/bgia

PZBO1E
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in any case, the German original shall prevail



Reverse side of the EC-Type Test Certificate

Example showing the CE marking

To the CE marking of PPE of category Il will be added the identification number of the notified body carrying out
the control measures.

For extended use:

The requirements of the below-mentioned combined filter classes are fulfilled by pairwise use in connection with
Drager’s Pure adapters and Drager's gas filters X-plore A1, X-plore A2, X-plore ABE1 and X-plore ABEK1 in the non
power-assisted half- and full face masks Drager X-plore 3300, 3500 and 5500:

Gas filter Test report No. Filter class \
Drager X-plore A1 200622535/2120 A1-P3 ’
Drager X-plore A2 200523924/2120 A2-P3 ’
Drager X-plore ABE1 200720116/2120 A1B1E1-P3

Drager X-plore ABEK1 200622534/2120 A1BI1E1K1-P3 ]

The requirements of the below-mentioned combined filter class is fulfilled by pairwise use in connection with Drager’s
Pure adapters and Drager’s gas filters X-plore AB2 in the non power-assisted full face masks Drager X-plore 5500

Gas filter Test report No. Filter class
Drager X-plore AB2 200720115/2120 A2B2-P3
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